
 

 

 

 

 

 

 

  

 

 



 

Model 

imageCLASS LBP6680X 

Printing Method   Black & White laser beam printing 

Fixing Method   On Demand Fixing 

FPOT 7 sec  

Print Speed 
mono：A4/letter (1-sided printing ) 33/35ppm 

duplex：A4/letter  (2-sided printing ) 16.8/17pages/min.  8.4/8.5 sheets/min. 

Resolution   600dpi×600dpi, 1200dpi x 1200dpi equivalent, 2400dpi equivalent ×600dpi 

Warm-up time （when the printer is turned on） 28 sec or less 

Recovery time (from sleep mode) 10 sec or less  

Paper Input 

（based on 64g/m
2） 

standard 250 sheet cassette 

multi-purpose tray 50 sheets 

option 500 sheets (PF-44 optional paper cassette) 

maximum paper capacity 800 sheets 

Paper output 

（based on 64g/m
2） 

Face-down 150 sheets 

Face-up 1 sheets 

Paper size 

standard  A4/B5/A5/A6/LGL/LTR/EXECTIVE/16K/Custom sizes (Width:105.0 to 215.9mm   
Length: 148.0 to 355.6mm) 

option A4/B5/A5/A6/LGL/LTR/EXECTIVE/16K/Custom sizes (Width:105.0 to 215.9mm   
Length: 148.0 to 355.6mm) 

multi-purpose tray 

A4/B5/A5/A6/LGL/LTR/EXECTIVE/16K/Envelop COM- 

0/Monarch/DL/C5/B5（ISO）/Index Card/Custom sizes ( Width: 76.2 to 215.9mm   

Length: 127.0 to 355.6mm )  

Paper weight 

standard 60～120g/m2  

option 60～120g/m2  

multi-purpose tray 60～163g/m2  

Paper type   Plain paper, Heavy Paper, Transparency, Label, Index card, Envelope,Post card 

Duplex Printing standard (only A4/LTR/LGL) (Paper Weight: 60-120g/m2) 

Memory （RAM） 

standard 768MB  

option - 

maximum 768MB  

operation mode page description language PCL5e/6, UFR-Ⅱ, PostScript level3  

optional ROM BarDIMM expansion ROM 

standard font PCL Font：93 / PS Font：136(std） 

HDD SD (8GB) 

Operation Panel   5 Line LCD 

I/F 

USB Hi-Speed USB (1) USB (1 front and 1 back) 

network 10Base-T/100Base-TX, 1000Base-T 

expantional I/F SD Card I/F 

Compatible operating systems 

Windows 2000/WindowsXP(32bit/64bit)/Windows Server 2003(32bit/64bit)/Windows 
Vista(32bit/64bit)/Windows Server 2008 R2(64bit)/Windows Server 

2008(32bit/64bit)/Windows 7(32bit/64bit) Mac OS X Lion, 10.4.9～10.6.x Linux, Citrix 

Noise level 
during operation 54.2dB or less  ( by sound pressure level)  

during standby  Inaudible  (by sound pressure level) 

Power 
consumption (w) 

operation approx. 560 W 

during standby approx. 14 W 

during sleep approx. 14W/14W (Panel off),  approx. 1W/1W (Deep sleep)  

Dimensions （W×D×H）mm 
400 x 376 x 289 (with Panel) 

400 x 376 x 259 (without Panel） 

Weight (kg) without CRG approx. 11.6kg  (approx.23.4lb) 

Power requirement AC 220-240V(±10%) 50/60Hz(±2Hz） 

operating environment 
Temperature：10～30℃ 

Humidity：20～80%RH（no condensation） 

Toner yield   6.4K (CART319II) /2.1K (CART319) pages 

Duty Cycle   50,000 pages 


